
 

 
 

 

Designed and manufactured by EFER, the SIRIUS borescopes dispose of a 
full-metal handle and a stainless steel insertion tube. As the SIRIUS 
borescopes are precision optical instruments, please use them carefully. 

 
 

Before use 
The borescope has to be checked as follows (if there is some problem, do not use the 
borescope and contact as soon as possible the closest EFER distributor). 
■ Remove the protective caps from the optical tips 
■ Check if the light guide connector corresponds to the standard of light guide you wish 

to use 
■ Check if the insertion tube is not damaged 
■ Check if the optical tips are clean and without oil traces 
■ Check if you have a correct optical transmission 

 
After use 
■ Clean the endoscope using a soft tissue 
■ Clean the optical tips using a soft tissue with a special optical cleaning 

liquid for grease 
■ Protect the optical tips by using the protective caps supplied with the equipment 
■ Put the borescope in its protective PVC case 
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INSTRUCTIONS MANUAL 
STANDARD SIRIUS BORESCOPES 
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110°� Rétro ( coded yellow )�

Lateral ( coded red )�

Fore oblique ( coded green )�

Direct ( coded blue )�
Eye cup�

Color coded 
direction of view�

Light guide 
connector  

inside the handle 

Focus control�
Orbital scan control�

Direction of view�

Working length�

Diameter�

Field of view�

Protection 
cap�

CANON internal threading�

Mirror holder sheath�

Only for axial viewing borescope 
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This instruction manual was approved on 28 January 2021

1 LIGHT CONNECTOR : it is possible to replace the light connector by another one 
following the standard of light cable you wish to use. Then, unscrew the handle and 
after the light connector. 

2 MIRROR HOLDER SHEATH : to insert it, make it sliding throughout the working length 
of the zoom borescope. Clean the mirror using a soft tissue with a special optical 
cleaning liquid for grease

3 EYEPIECE : thanks to its canon internal threading, a wide range of optical accessories 
manufactured by EFER can be used. 
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